Report on the open access (public) loading platforms on the railway network of GYSEV Zrt

Annex 3.8.2

manual switch
installed in the

traffic operation

clearance

Service place Loading track Open access loading platform
i Switching off/on of Lezien g . i .
Usable lengtn | Electrified ) Time necessary to | "M staff avaiable for | 2 ﬁmm =) ’ @i axletoag | T¥Pe of loading equipment '1:';“:'!‘:2 ::rz;:gsz::s Rill::?:"r:;r‘:;::g‘“ Restrictive factors e.g
Name of the service place | Code of the service place Name for loading ength | Basic state of catenary | g5y org/quinch on [ SWitChIngofffonol | oy ing i possible s ) Possibity of | p\ement | technical €.g. end/side loading hired loading platform
inder voltage / dead) catenary voltage and for From profile section to | width (m) x lighting her sauge
(™) & & catenary voltage: A : without traffic - condition
) protective earthing profile section length (m)
disturbance
Acsad 05249 Track No IV 14 o 83183 40 %400 oncrete 2000
public-Tike
lighting;
stwitching side loading platform
Beled 02402 Track No | 500 no 337342 20x 500 on/offwitha |  concrete bad 21t side loading 1 reaches into e"':le:ce °I hired
manual switch clearance oading place
installed in the
trafic operation
[BBsarkany 02360 Track o1 200 B57- 656 X400 concrete bad
Track No VIl 796 718720 40180 Concrete T00d
Biik 05231 R o8 40 %108 concrete 200d end loadin
Track No IV 50 150343 - 1505+57 X20 = fold bad
Csakanydoroszlo 02295 Track No V. 30 1503+49 - 1505+03 x10 jes concrete’ adequate
Track No VI 50 1503:34 - 1502+45 x10 s soil. bad
Track No I/a 100 dead 20 minutes Ves ves - X100 = aszfalt adequate hired loading place
side loading 50 dead 20 minutes yes yes 309-310 x50 es. concrete: adequate
csorna 02576 Track No XI 100 o 305306 70100 no concrete adequate
Track No XVIl 400 no 313-317 15 x 400 no concreteand | agequate
[Eger 05355 Track Nol 775 o 1376 1379 5775 | can be lighted | concrete adequate 71 7 o o
[Enese 02535 Track No [ 200 650 dead 75 minutes o ves 163165 X200 es concrete adequate
[Fertdendréd 02642 Track No | 150 50 dead 20 minutes no Yes 546 - 548 X150 no n bad
Track No | 00 700 dead 20 minutes ves yes 601602 X700 es concrete adequate side and live stock loadins
Fertsszentmikios 02667 Track No VIl 140 602603 X140 s Concrete adequate end loadin
Track No IX 130 602603 X130 s concrete adequate
Track No 100 23 5100 o concrete adequate
Gydr-Gysev 02501 side loading platform 50 2-3 x50 no concrete’ adequate
Track No Vil 200 13 X200 o concrete adequate
public-Tke
lighting;
stwitching side loading platform ¢ hired
Hegyfalu 02469 Track No IV 404 no 147 - 150 6x306 on/offwitha | concrete adequate 21t side loading 1 reaches into EX'IS'E:‘E e
manual switch clearance oading place
installed in the
trafic operation
lkrén, 02519 rack No IV 00 700 dead S minutes o yes 8667 5100 no avle adequate
Jak - Balogunyom 02261 Track No VIl 100 o 24447 124359 100 20 es SOl concrete bad
' i 02345 rack No IV 234 o 792793 10x 234 ravel bad
side loading 30 23:0 under voltas 30 minutes yes yes 461- 462 x30 jes nct adequate
5 rack No VI 500 dead 30 minutes yes yes 458 - 463 10 x 500 jes oncrete - grave] _adequate hired loading place
[apuvar 02626 Track No Vil 200 o 463 -465 15 %200 s ncr sdequate =
Track No Vil 20 no 461 - 462 x20 s Concrete adequate end loading
[Kny 07543 Track No | 150 T80 dead 0 minutes o Ves 217219 10 150 no cret adequate
" Track No L 150 o T412+64 - 1416+30 750 % 20 es <ol concrete bad
[Kérmend 02287 Track No XI 150 o 1412043 1414564 150 %20 s soil concrete bad
TrackNo V a2 o 12 70-30 x 142_| can be lighted |__asphalt adequate 70 T o hired Tazép
Track Nol 100 o 12 10-30x 100 | can be lighted | asphalt adequate 20 ] no no
Készeg 05538 side loading platform
Side loading track No VI 0 12 60x20 can be lighted | concrete adequate 20 side loading 1 reaches into no
no :
o 05207 Track No Il 750 750 Tnder voltage o o 577578 0% 150 adequate
Track No IV 280 o 573576 30250 Concrete g00
[Nagycenk 05173 Track No IV 215 o 449-450 15 %150 Soil concrete | adequate
side loading platform.
Pacsony 05330 Track No| 203 1292 - 1294 14x203 | canbelighted | concrete adequate 2 side loading 3 reaches into no
no )
Pinnye 02683 Track No | 400 400 dead 25 minutes no yes 671- 675 20 x 200 yes concrete adequate side, tive I‘“‘:‘" automobil
[PUspbkmolnari 05306 Train receiving track No Il 1145 1151 20200 | can be lighted - adequate 7 ™o
&ha{amési 02592 “Track No 20 o 371372 10120 o Concrete adequate
public-Tke
lighting;
stwitching tive stock loading
Répcelak 02436 Track No | 104 no 259 - 260 7x104 onfoffwitha | concrete adequate 2 live stock loasding 1 platform reaches into no
manual switch clearance
installed in the
trafic operation
Track No X 50 o 169355 - 1692:23 0x10 s SOl concrete bad
Szenntgotthérd e Track No X1 50 o 169377 - 1694+11 5010 ves soil. bad
public-Tke
lighting;
stwitching .
szil-sopronnémeti 02378 Track No' 7 461-463 20x77 | onoffwitha | concrete bad 7 no 2 no existence of hired
manual switch {oading place
installed in the
traffic operation
Garden track 760 o data 70%160 ves sphall adequate ™o
Circle unloading 166 o data 519 x 166 nincs Cobblestone a o
szombathely 02246 140 962-964 30030 nincs concrete a no
new turnout track 280 961-964 30030 nincs concrete a no
ramp.side+ end loading platform 80 957.958 20<80 s gravel a siderend loadin es
Main thdoush track No I. 635
Vasvar o314 Track No Il 200 1186 - 188 70x200 | can be lighted | _concrete adequate 71 7 o o
public-like
lighting;
stwitching
Track No VI 270 270 dead 20 minutes no yes 1066 - 1069 25x11 on/off witha | concrete bad 25 no 1 no existence of hired
manual switch loading place
installed in the
veo 02238 traffic operation
public-like
lighting;
stwitching side loading platform .
Track No VIl 152 152 dead 20 minutes no yes 1073-1074 200x1030 | on/offwitha | ashlar adequate 19 side loading 1 reaches into existence of hired

loading place




