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Modifications

TEXT

1. 2.4.1 The obligation of employing railway operational instructions
The following modification was made:
Railway Undertakings must observe the following operational instructions of the infrastructure managers:

d) E.1. Instructions for the personnel of the traction unit (unless the Railway Undertaking has an instruction
approved by the National Transport Authority)

. .
1. Annex 3.8.5.2 - Wagon weigh bridges (scales)
The following modifications were made:
Availability of
Infrastructure . . Average weigh Catenary above
Manager Regional| Number Station A We1gh|.ng Len:gth & Type Opening hours capacity the track Remarks Effective from
Centre placslceds capacity boides (wagon/hour) equipped with
scale (yes/no)
. . 46468 . -
Budapest 1. Ferencvaros Keleti Nyugati Rendezd 40162 100 © 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 no 29 August 2014
Szombathely 51. Celldémélk 02170 100 t 2%9,5m hybrid MS-DUAL 0-24 fluid: 6. solid: 15 no The scales are out of operation for technical reasons 15 November 2014
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2. Annex 5.3.8.2 - Service places affected by service interruption, service stoppage

The following modifications were made:

Humber of]
Line ; L . . staff
number Service place Service interruption Service stoppage ffected Remarks
(person)
4 Nyergesujfalu Mon-5un 23:: 5| 3 5 1| in station inspector position, 01 July 2014
Nagycsere Sun-Fri 23:30(-]1 3:30 1
SST:?__L:? ;Eig - gig ; Continuous service between 0:00, 03
vr r - = ] . o b
105 amospercs catsun | 22-40l | 340 3 March 2014 and 23:99, 18 July 38June-
2014 between Berettydujfalu and
Nyirabrany Sun-Fri | 23:50(-| 3:50 2| Biharkeresztes due to track possession.
Sat/Sun | 22:40] -] 3:40 2




