Modifications

1. Annex 3.8.5.2 - Wagon weigh bridges (scales)

The following modifications were made:

ANNEXES

Modification list Network Statement 2013-2014 M24A

Availability of

Infrastructure Servi Weighi L hof Average weigh Catenary above
. ervice 'eighin ength of .
Manager Regional| Number Station 2 gt Type Opening hours. capacity the track Remarks Effective from
place code capacity bridge ) )

Centre (wagon/hour) equipped with
scale (yes/no)

50. |Ajka 03996 100 t 2x9,5m hybrid MS-DUAL 0-24 fluic: 6, salic: 13 yes 12 september 2014

21. Celldomalk 02170 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6., solid: 15 no The scales are out of operation for technical reasons 15 November 2014

hely -6, :
: . 2 July 2044
52. Veszprém 03947 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 15 no 12 September 2014
53. Zalaegerszeg 04895 100 t 2%9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 no 09 Novermnber 2014

2. Annex 5.3.8.2 - Service places affected by service interruption, service stoppage

The following modification was made:

Traffic Control Regional Centre - Szombathely

Line
number

Service place

Service interruption

Service stoppage

Number o

staff

affected

Remarks

(person)




11

Eplény

Mon-Sun

20:00]-

Modification list Network Statement 2013-2014 M24A

3:30

—

There is service stoppage between 0:00,
21 July 2014 and 23:59, 03 August 2014
due to track possession. The service
stoppage is on Mon-5un between 21:10 -
04:40.




