Modification list Network Statement 2013-2014 M29

Modifications

ANNEXES

1. Annex 3.8.2 - List of loading places on open access railway network - MAV Zrt

The following modifications were made:

Debrecen Regional Centre:

Open access loading place registered by MAV Zrt Loading track next to loading places. Possibility of
Applicable speed | *<™I"8
i i Current Branching-off turnouts Availabilty of catena - strai eti
ETTR R Code of the Eoeitcn €2 ty | Paved |\ terialof | Curent technical Loading and other Usable length |Loading length = ¥ ™ | Derailer |Scotch block|  Axle Ceat (B e
e usable area Lighting £ Name of the track technical D-diverging.
service place Width (m) - N pavement state equipments. (m) (m) (Pes) (Pes) load (¢) ver
From section to section \engths () (m?) yes - no Number | Switch operation mode | yes-no | length (m) state position)
K" group.
Between 13 October 2014 and 18
Kemecse 14043 161470 - 165450 6380 2180 yes asphalt adequate tighted none Lvagany 803 380 0 0 yes 803 0 2 21 adequate 5 0 Octome 2014, he oading pace 15
prohibited to be used.
K" group.
Between 13 October 2014 and 18
Kemecse 14043 160450 - 161420 12x70 840 yes concrete adequate tighted side loading 1.(0) vagany 803 7 0 0 yes 803 0 2 21 adequate 5 ) Octomn 2014, the oading pace s
prohibited to be used.
.
Szeged Regional Centre:
.
Open access loading place registered by MAV Zrt Loading track next to loading places
per 'g place regi: y . P Possibility of
Position Size Paved Branching-off turnouts | Availability of catenary L e || S
SERIERETR Code of the service Currently usable area Materialof | Current techmical | .+ | Loading and other Name of the track Usable length | Loading s Derailer |Scotch block|  Axle t::;:::l (km/h) I()s:i"‘"'_'" ResHichons
lace ection ?) avement state uipments (m length (m; o ) ) load (1 LTS
B From section t0 |y, (m) - length (m) () yes-no | P G (m) £th (m) Number iz || e | mrne | € (pes) © state position)
section
mode

load tricti itil 30 Septembe
Békéscsaba 18036 848470 - 849+04 |23,6 x 34;3x110;5x130 1782 yes stone bad lighted XXV vagany 186 144 66 focal no 0 0 0 21 average 40 s loading restrict '“‘;O';Z‘ eptember
Békéscsaba 18036 849400 - 853+00 5 x 150;3x140 170 yes asphalt good lighted XK. végany 140 140 88,66 local no 0 0 0 21 good 40 s oading ‘95"'[”0;;:2“ 30 September

loading restricti itil 30 Septembe
Békéscsaba 18036 849437 - 853400 8X 184 1472 no B g00d lighted XXX, végany 200 184 60 local no 0 0 0 21 good 40 s ading restriction unti prember

I il
Békéscsaba 18036 849437 - 853400 8X 184 1472 no good lighted XKL/ 1. vagany 145 145 88 local no 0 0 0 21 go0d 40 s ading ‘esmmo;'ﬂ‘::" 30 September
Kecskemet 174 330- 332 6% 120 720 yas concrete saad lishted KL Vasany 178 120 53.45 lacal "o ] e 0 24 2004 10 B
Keeskemét Fraeey 330332 6120 20 yos | concrete g00d lighted ko) Vigany 200 420 5545 = o o o o n g00d 1 o
Keeskemét Fr7eey 330332 ey 366 yes | econcrete goed lighted Xk—AVagany 200 6t 55,45 loeat Ao ) 0 8 2 goed 10 5
Békéscsaba | 18036 ‘ 845450 - 848+10 ‘ 10,2 % 250 ‘ 2550 ‘ ves | concrete ‘ g00d tighted M3. vagany | 309 250 { 32/5 local no ‘ 0 0 ‘ 0 ‘ 2 ‘ g00d | 40 s loading restriction until 31 October 2015

989:69992.00 15x33¢ 4635 209

Telekgerendas | 18655 ‘ o0 oo ‘ o ‘ Pt ‘ no ‘ bad tighted V. vagany | 309 o ‘ 48 local no ‘ 0 0 ‘ 0 ‘ 2 ‘ g00d | 40 ) |
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2. Annex 3.8.5.2 - Wagon weigh bridges (scales)

The following modifications were made:

Availability of
Infrastructure ) L Average weigh Catenary above
S Weigh L h of
Manager Regional| Number Station ervice s l.ng en.gt Type Opening hours capacity the track Remarks Effective from
place code ‘capacity bridge N N
Centre (wagon/hour) equipped with
scale (yes/no)
1. Ferencvaros Nyugati Rendezd 40162 100 t 2x9,5m hybrid MS-DUAL 07-14 fluid: 6, solid: 15 no The scales are prohibited to be used until 30 Movember 2014. 04 February 2016
- . ( HAugust 2044
2. Soroksari Gt - Rendezd 40196 120 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 no 21 Novernber 2015
3. Cegléd 13722 100 t 9+6+6i lectroni ARDIN 0-24 19 September 2015
egl +6+6m electronic fuid: 6, solid: 15 no eptember
ljva i - Thescales ar ut of operation for technical reasons
4. Dunadjvaros 06502 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 15 no p 25 September 2014
5. Gydr Rendezd 01271 100 t 2x9,5m hybrid MS-DUAL 0-24 fuid: 6, solid: 15 no 22 November 2014
Budapest
6. Hatvan Rendezd 40667 100 t 9+3+9m electronic ARDIN 0-24 . . no 09 November 2014
fluid: 6, solid: 15
7. Komarom Rendezé 01214 100 t 2x9,5m hybrid MS-DUAL 0-24 fuid: 6, solid: 15 yes 12 December 2015
i i - The scales-are-outof ion-for technical reasons
8. Rakos 10074 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 15 yes B 3 February 2015
9. Székesfehérvar 03269 100 t 9+3+9m electronic ARDIN 0-24 es
fluid: 6, solid: 15 ¥ 25 September 2015
10. Szolnok Rendezd 40485 100 t 2x9,5m hybrid MS-DUAL 0-24 fuid: 6, solid: 15 no 13 December 2014
Miskolc 11. Banréve 12849 100 t 2x9,5m hybrid MS-DUAL 0-24 flid: 6. solid: 14 no The scales are prohibited to be used until 30 November 2014. 6 June 2015
id: 6, solid:
22. Karca 13847 100t 9:3:9 m electronic | ARDIN D4309 0-24 ’ es
g 15 Y 13 December 2014
. . ‘ The scales are out of operation due to repair work until 31
23. Mt Lk 15495 100 t 2x9,5 hybrid MS-DUAL 0-24 28 May 2015
ateszata >3,am vort fluid: 6, solid: 18 e October 2014. i
42-dune 2044
24, Nyi ha 14019 100 t 9+3+91 lectroni ARDIN 0-24
viregynaza 3em eiectronic fluid: 6, solid: 18 o 30 September 2014
25. Nyirbator 15453 100 t 9+3+9 m electronic ARDIN 3:20-00:20 fluid: 6, solid: 18 no 29 November 2013
Debrecen
26. Piispékladany 13862 100 t 2x9,5m hybrid aknds 0-24 fuid: 6, solid: 18 yes The scales cannot be used for authentic weighing. 31 May 2014
27. Torokszentmiklds 13789 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 18 yes 15 November 2015
28. Zahony 70/B vagany 44230 200 t 9+4,5+9m electronic ARDIN 0-24 . . no Broad gauge scales 27 March 2015
fluid: 6, solid: 18
. . The scales are out of operation due to repair work until 31
29. Zahony-Rendezd VIII. vg. 42077 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 18 yes Octaber 2014, 3 June 2013
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31. Békéscsaba 18036 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 no The scales are out of operation until 01 July 2015. 23 April 2015
Szeged 32.  |Kelebia 16352 100 t 2x9,5m hybrid MS-DUAL 0-24 s 6, sold: 15 no 21 December 2014
33, |Kiskérés 16261 100 t 2x9,5m hybrid MS-DUAL 0-24 i 6, sold: 15 no ;:;E“E‘TV‘E;UT: out of operation due to repair work until 31 9 April 2015
47, [sarbogard 05926 100 t 2x9,5m hybrid MS-DUAL 0-24 i 6, <ot 18 ves gi;;‘:ﬁ;ﬂif_ out of operation due to repair vork until 31 2 July 2015
Pées 48. Somogyszob 06379 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 18 no 25 September 2015
49 [Szentlorine 07260 100t F+3+9m electronic ARDIN s::mu:%oozﬂu fluid: 6, solid: 18 yes tezzzzzto:er:;fazi:‘feen 1 August 201 and 30 Hovember 2014 20 MO 14
Szombathely 52.  |Veszprém 03947 100 t 9:3+9m electronic ARDIN 0-24 i 6, solid: 15 no g:;‘bj_‘fo":: out of operation due to repair work until 31 12 September 2014




