Modification list Network Statement 2014-2015 M23A

Modification
ANNEXES
1. Annex 3.8.2 - Report on the open access (public) loading platforms on the railway network of MAV Zrt.

The following modifications were made:

Miskolc Regional Centre

Open access loading place registered by MAV Zrt Loading track next to loading places
Availability of
i Size Paved Branching-off turnouts| Vo120t
catenary Possibility of
. Code of th Currentl Current i -
Service place °9:Mce e — m’; Material of te:;::al Lightin Loading and other Name of the track Usable length | Loading ) Derailer | Scotch block |  Axle Current Applicable speed ‘st:":t Restrictions
From section to A pavement e equipments (m) length (m) Switch length | (PeS) (pcs) load (t) | technical state (km/h) SRR
place 3 Width (m) - length (m) (m?) yes - no state Number | operation | yes - no D-diverging
section i (m) position)
I The loading
place is
; ) XX. track side . XVIL 20km/h prohibited to be
Fiizesabony 11296 | 1241430 - 1244 17 %270 4590 yes stone good tighted londing XVIl. vagany 29 270 58 ocal no 0 0 2 average o 1ot s bt
01.07.2015 and
30.10.2015.
The loading
place is
Mezékeresztes- hibited to b
ezoKereszies 11338 | 1463 - 1463+50 3x50 150 yes stone g00d lighted none X. csonka vagdny % 50 20 central yes 50 0 0 21 adequate 40km/h s prohibited to be
Mezényirsd used between
01.07.2015 and
30.10.2015.
The loading
place is
Mezékeresztes- hibited to b
ezoeraszies 11338 | 1461450 1463+00 17,4 x 150 2610 yes concrete g00d lighted none IX. csonka végany 147 150 20 central ves 90 0 0 21 adequate 40km/h s prohiited £o b
Mezényirad used between
01.07.2015 and
30.10.2015.
.
Debrecen Regional Centre
Open access loading place registered by MAV Zrt Loading track next to loading places
- Passibility of
Position size Paved Branching-off turnouts Avatlability of servin
) ot catenary Applicable speed = .
Service place ! Currently usable area Material of Current technical | | Loading and other| Hame of the |Usable length| Leading Derailer | Scotchblock | Axle | Current technical (kmih) (el Restrictions
v 5 Width {m) - length () i state ighting equipments track (m  |length (m) length |  (pes) (pes) Ioad (t) state D-diverging
place From section to section s yes - no Mumber | Switch operation mode | yes-no | "' ‘position)
K group
Séstahegy 14035 B4+60 - 87400 7 240 1680 yes asphalt adequate tighted none Lvagany 43 240 0 0 yes 436 0 21 adequate 5 [ e bl ‘|
Open access loading place registered by MAV Zrt Loading track next to loading places
i ) Branching-off “Availability of
Positi 5 Paved
Code of th esition ze avel ¢ t Loadi d turnouts catenary c t Applicable speed
3 .ode k¢ urren .oading an: urrent B et
Service place ervice Currently usable Materialof | Lightin om:r Name of the Usable Loading Switch Derailer | Scotch block | Axle | - (kmih) (S-straight, Restrictions
witcl o
From section to | Width (m) - area (m?) pavement e . track length (m) |length (m) X length | (pcs) (pes) load (t) D-diverging
place c yes - no state equipments Number| operation |yes - no state e
section length (m) —— (m) [P
Szabadkigyds 18044  [930:80 - 932:60 | 180 x 63 11000 yes concrete good lighted 1. vagany 450 180 8,5 local no 0 0 7 7 average 0 ) Loading restriction until 30.09.2015
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2. Annex 5.3.8.2 - Service places affected by service interruption, service stoppage

The following modifications were made:

Debrecen Regional Centre

Number
ELo Service place Service interruption Service stoppage of staff Remarks
number affected
(person)
Técovolgy Mon-Sun 0:00]-| 4:00 2]
Balmazujvaros Maon-Sun 0:00(-| 4:00 2| service interruption will not be held for the timeperiod from
Hortobagy Maon-Sun 0:00(-| 3:30 1| 0:40, 21 June 2015 until 23:59, 31 August 2015, because this
108 |Ohat-Pusztakécs Mon-Sun 0:10(-| 3:40 3| line can be taken into consideration as an alternative route in
Egyek Mon-5un 0:30(- 3:30 2 the meanwhile of track construction on Mezdkeresztes -
Tiszafilired Mon-Sun 0:20{- 3:20 3 Nyiregyhaza stretch.
Poroszlé Mon-5un 23:00]-| 4:00 2]




