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ANNEXES
1. Annex 3.3.1.1 - Main characteristics of railway lines, track sections

The following modifications were made:
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2. Annex 3.3.1.3 - Position of stations and service places on railway lines; main technical and operational characteristics

The following modifications were made:
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3. Annex 3.8.4 - Refuelling facilities

The following modification was made:
MAV Zrt
Regional Storage Centre, Code of the

. . Service time
Site of Supply service place

Mon-Fri: 06:00-02:00
Sat-Sun: 14:00-02:00

Istvantelelomb. 10432
Istvanteleki Fomihely 10363

4. Annex 3.8.5.2 - Wagon weigh bridges (scales)

The following modification was made:

Availability of
Service Weighin; Length of Average weigh capacit e
Number Station = . = _ Type Opening hours . = — the track Remarks Effective from
place code capacity bridge (wagon/hour) ) )
-equipped with
scales (yes/no)
1. Ferencvaros Myugati Rendezd 40162 100 t 9:3+0 m electronic Ardin D43-09 0-24 5 no It is also suitable for static and dynamic weigl 04 November2016
e . . . It is wating for repair. Expected time of
5. D 100 t 9+3+9 lects ARDIN 0-24 fluid: 6, solid: 15
Hnativaros 06502 e 102 6, sof e certification: middle of June 2015
6. Gony( 01296 100 t 9+6+9m electronic Ardin D43-09 07-15 10 no 08 May 2017.
7. Gydr-Rendezd 01271 100 t 2x9,5m hybrid MS-DUAL 0-24 )IZ no i1 November 2016
8. Hatvan-Rendezd A0667 100 t 9+3+9m electronic ARDIN 0-24 )IZ no 07 Noverber 2016
. Flepdbsold 13
9. Komarom-Rendezd 01214 100 t 2x9,5m hybrid MS-DUAL 0-24 )IZ yes Planned for reconstruction in 2015.
10. Rakos 10074 100 t 9+3+9m electronic ARDIN 0-24 12 yes
11. Székesfehérvar 03269 100 t 9+3+9m electronic ARDIN 0-24 )IZ yes
12. Szolnok-Rendezd 40485 100 t 2x9,5m hybrid MS-DUAL 0-24 )IZ no 13 October 2016
14. |Fiizesabony | 11296 | 100 t | 9+3:9m | electronic |  SCHENCK | 0-24 | fuid: 6, solid: 14 | yes | | 13 November 2016 |
19. |Eperjeske-Atraks 1. ve. | 14191 | 100t | 9+3+9m | electronic |  ARDIN | 0-24 | fuid: 6, solid: 18 | no | | 31 October 2016 |
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Availability of
Service Weighing Length of Average weigh capacity Sy R0
Number Station . N Type Opening hours the track Remarks Effective from
place code capacity bridge (wagon/hour) . .
equipped with
scales (yes/no)
21, Eperjeske-Rendezd I.5z. automata 44235 120 t 27m hybrid-hump MS-DUAL 0-24 60 no Broad scales 03 December 2016
27. Eperjeske-Rendez6 Il.sz. automata 44755 120 t 27m hybrid-hump MS-DUAL 0-24 60 no Broad scales 03 December 2016
23. Eperjeske-Rendezd Lapos 441255 150 t 9+5+9m electronic ARDIN 0-24 fluid: 6, solid: 18 no Broad scales 02 December 2016
24, Matészalka 15495 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 18 no 22 October 2016
25. Nyiregyhdza 14019 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 18 no 28 October 2016
30. Zahony-Rendezé VIII. vg. 42077 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 18 yes 17 October 2016
34, Kiskoros 16261 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 no 23 September 2016
45, Murakeresztur 03640 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 18 yes 21 October 2016
46. Nagykanizsa 03624 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 18 no 22 October 2016
51. Ajka 03996 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 yes 7 November 2016
52. Celldémdlk 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 no The scales are out of operation for technical 4 November 2016
02170 reasons.
53. Veszprém 03947 100 t 9+3+9m electronic ARDIN 0-24 fluid: 6, solid: 15 no 02 October 2016
54. Zalaegerszeg 04895 100 t 2x9,5m hybrid MS-DUAL 0-24 fluid: 6, solid: 15 no 28 Qctober 2016




