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ANNEXES 
 

1. Annex 2.3.1 - Main characteristics of railway lines, track sections 
 
The following modifications were made: 
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Budapest-Keleti - Ferencváros incl. – excl. CM3 75Hz no

Ferencváros - Budapest-Kelenföld incl. – incl. 75 Hz, ETCS L2

Budapest-Kelenföld - Budaörs excl. –incl. D3 22,5 22,5 22,5 22,5 22,5 120

Budaörs- Tata excl.-excl. 140

Tata - Hegyeshalom incl. – incl. 160

Hegyeshalom - Hegyeshalom oh. 140
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Trans European Rail 

Freight Network
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Axle load range containing subdued conditions of 

overweight locomotives
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Applicable axle load (t)
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Budapest-Kelenföld - 

Ferencváros

Alternative: : Győr - 

Budapest

Ferencváros - 

Hegyeshalom  oh.

From 00:00 of timetable change of 2021 December until 30 

June 2022 border crossing trains running without stop at 

the border shall be in ETCS NTC mode on the section Győr 

(Személy) endpoint (incl.)- Hegyeshalom oh.

** suitable for RO-LA traffic between Ferencváros-Budapest-

Kelenföld - Hegyeshalom - state border after preliminary 

technical measurement.

1This restriction is valid only for hauled carriages.

**yes
75 Hz, ETCS1

R
F
C

1
1

Ferencváros-Győr

T
ra

c
k
 s

p
e
e
d
 (

k
m

/h
)*

**

M
a
x
im

u
m

 l
e
n

g
th

 o
f 

 t
ra

in
 (

m
)

R
F
C

6

R
F
C

9

Hegyeshalom  oh. - 

Ferencváros

 


