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Effective and Applicable: from 05 July 2025 
TEXT 

 
 

1. 1.5.1 Validity of Network Statement 
 

This Network Statement is valid from 00:00 of 0105 July 2025 to 24:00 of 13 December 2025. 

 

 
ANNEXES 

 
 
 

2. 2.3.1 - Main characteristics of railway lines, track sections - MÁV Infrastructure Co. Ltd. 
 
The following modification was made:  
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Starting point of line (station) Final point of line (station)

Szeged - Szeged-Rendező incl-excl 80
750

670
no

Szeged-Rendező - Szeged-Rókus excl-incl. 80 75 Hz

Szeged-Rókus - Baktó elágazás excl-excl. two

Baktó elágazás - Algyő

Algyő - Sártó elágazás

Sártó elágazás - Kopáncs excl-incl. two

Kopáncs - Hódmezővásárhelyi Népkert excl-incl.

Hódmezővásárhelyi Népkert - Hódmezővásárhely excl-excl. CM3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0 central 75 Hz

Hódmezővásárhely - Békéscsaba incl-excl. no

Békéscsaba - Gyula excl-incl. no

Gyula - Sarkad excl-incl. 60/70 no

Sarkad - Kötegyán excl-incl. 60 no

Kötegyán - Kötegyán oh. excl-incl. 50 no

Szeged-Rendező - Röszke elágazás
excl. - excl

excl. - incl.

no 

restriction

no 

restriction

no 

restriction

no 

restriction
80

Röszke elágazás - Röszke excl-excl.

Röszke - országhatár incl. - incl. CM3 D3 21,6 22,5 21,6 22,5 21,0 21,0 21,0 21,0 21,0

137 Kiskundorozsma elágazás Röszke elágazás one 7,2 D3 
1

D3 
1

no 

restriction

no 

restriction

no 

restriction

no 

restriction
22,5 

1
22,5 

1
22,5 

1
22,5 

1
22,5 

1 80 740 no station no no no

Trans European 

Rail Freight 

Network

1
in all axle load classes, towed vehicles with an axle 

load of over 21.0 t may only be used as exceptional 

consignments.

Cegléd - Városföld excl-incl. one 22,5 
1

22,5 
1

22,5 
1

22,5 
1

22,5 
1 station

Városföld - Kiskunfélegyháza excl-excl two 22,5
 1 2

22,5
 1 2

22,5
 1 2

22,5
 1 2

22,5
 1 2

Kiskunfélegyháza - Kiskundorozsma incl-incl CM3 
1 2 D3 21,0 21,0 21,0 21,0 21,0

Kiskundorozsma - Szeged-Rendező Kiskundorozsma 

elágazás
excl. - excl.

Kiskundorozsma elágazás - Szeged-Rendező incl-excl.
cenral

station

Szeged-Rendező 80

Szeged-Rendező - Szeged
inc. -incl.

excl. -incl.
80

750

670

20,0

22,5 
1

22,5 
1

central

station

16,0

80

700

740
no station no

Congested track section.

1
in all axle load classes, towed vehicles with an axle 

load of over 21.0 t may only be used as exceptional 

consignments.

Trans European 

Rail Freight 

Network

Central traffic control: Szeged-Rókus (odd end), Baktó 

elágazás, Algyő, Sártó elágazás, Kopáncs, 

Hódmezővásárhelyi Népkert

 1 
All axle load classes, towed vehicles with axle loads 

above 21.0 t may only be used as special consignments

 
1 
Cegléd (excl.) - Kiskunfélegyháza (excl.): in all axle 

load classes, towed vehicles with an axle load of over 

21.0 t may only be used as exceptional consignments

Central traffic control: Cegléd-Kecskemét-Mercedes 

scpvk (incl), Kiskunfélegyháza

Central traffic command: Városföld (incl) - 

Kiskunfélegyháza (excl)

2 
Kiskunfélegyháza (excl) - Kiskundorozsma (incl) 

Városföld-Kiskunfélegyháza left track axle load: 21,0t

no

21,0 21,0

no

14,0

21,0 21,0

3017,5

no

20,0

station

22,5 
1

17,5

20,0

16,0

21,022,5

21,0

21,0 21,021,6

20,0

21,0

7,2 D3 
1
 
2

Röszke oh. incl.

Szeged

D3

one

Szeged

one

Kötegyán oh. incl

C2 D2

CM3

6,4

one

B2 B2

21,6

20,6 22,0
6,4

20,6

22,521,6 22,5

22,5

no restriction 22,5 
1

CM3one

17,5

21,0

Szeged Rendező excl. one 7,2

21,6 22,5

excl.

22,0

D3 22,5 21,6

D3

shall not run shall not run 16,0

one

D3 
17,2

21,6

no restriction

D3
1

22,5 
1

D3 
1

incl.

136

140 Cegléd excl.

135

22,5 
1

120

22,5 
1

no

75 Hz

160 MHz

450 MHz

100

no

no

100
750

22,5 
1

22,5 
1

20,0

15,0

central 75 Hz

station

22,5 
1

Nyársapát elágazás - 

Kiskunfélegyháza

Natinwide Core 

network

no

Trans European 

Rail Freight 

Network

yes

60

D3
1

750
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3. 2.3.3 - Position of stations and service places on railway lines; main technical and operational characteristics - MÁV Infrastructure 
Co. Ltd. 
 

The following modification was made:  
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Name of the service place

Platform 

St
a
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n
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ce

136 136 Röszke 17673 — — — — — — — — — — — — — —

I. freight no
753

754
no yes — — no no no no — no

II. passenger/freight no 384 yes yes 260/6,2/0,55 no no no no no — no

III. passenger/freight no 410 no yes 260/6,2/0,55 yes no no no no — no

IV. loading dead end no 100 no no — — no no no no — no

136 136 Szentmihálytelek mh. 17665 — — no — — — 110/4,0/0,55 — — — — — — —

136 136 Röszke elágazás 46136 — — — — — — — — — — — — — —

136 136 Szeged-Rendező 17210 — — — — — — — — — — — — — —

140 140 Kiskundorozsma elágazás 42424 — — — — — — — — — — — — — —

140 140 Szeged-Rendező 17210 — — — — — — — — — — — — — —

I.személy passenger yes
—

1266
yes no 66/1,80/0,15 yes no no no no — no

II.személy passenger yes
—

1377
yes no 66/1,80/0,15 yes no no no no — no

R.I. freight yes
817

752
no yes — — no no no no — no

R.II. freight yes
817

752
no yes — — no no no no — no

R.III. freight yes
819

779
no yes — — no no no no — no

R.IV. freight yes 412 no yes — — no no no no — no

R.V. freight yes 412 no yes — — no no no no — no

R.VI. freight yes 450 no yes — — no no no no — no

R.VII. freight yes 468 no yes — — no no no no — no

R.VIII. freight yes 674 no yes — — no no no no — no

R.XI. other
no

yes

196

159
no

no

yes
— — no no no no — no

R.XII. other no 257 no no — — no no no no — no

R.XIV. other no 594 no no — — no no no no — no

R.XIX. other no 50 no no — — no no no no — no
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4. 2.3.6-1 - Traffic characteristics of stations and service places, ruling gradients, maximum and minimum gradients of railway lines - MÁV 
Infrastructure Co. Ltd. 

The following modification was made: 
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S
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g

135 17210 Szeged-Rendező yes no no

mechanical with light signals (FM)

ESA 44 + key locker with light 

signals

yes - 3,2 2,3 2 2,3

135 18531 Szeged-Rókus yes no partly
key locker with light signals

+ Domino 55 (overdriven)
yes automatic spacing - train protection 1,6 2,3 4,6 3,2 2 2 0 3,2

136 17210 Szeged-Rendező yes no no

mechanical with light signals (FM)

ESA 44 + key locker with light 

signals

yes -
2,4

0,7
1,5 3

1,9

1

136 46136 Röszke elágazás
no

yes
yes

remote 

controlled
ESA 44 no automatic spacing - train no protection 2,4 1,5 1,5 0,7 3 3 2 1

136 17673 Röszke yes no no
light signal (non secured)

ESA 44
yes

station distance

automatic spacing - train no protection
0,9 1,9 0 2,4 1

2

3
0

2,4

3

136 07120 Röszke oh. no yes no - - station distance 0 0,9 1
0,9

1

137 42424 Kiskundorozsma elágazás
no

 yes
yes

remote 

controlled
ESA 44 no - 2,5 1,5 5,0 1,0

137 46136 Röszke elágazás
no

 yes
yes

remote 

controlled
ESA 44 no automatic spacing - train no protection 1,5 2,5 4,0 1,0

140 17194 Kiskundorozsma yes yes

remote 

operated, 

FET

Domino 55 (overdriven) yes automatic spacing - train protection 2 1,2 1,8 0,7 2 1 1 0

137 42424 Kiskundorozsma elágazás
no

 yes
yes

remote 

controlled
ESA 44 no automatic spacing - train no protection 2,5 1,5 5,0 1,0

140 17210 Szeged-Rendező yes no no

mechanical with light signals (FM)

ESA 44 + key locker with light 

signals

yes automatic spacing - train no protection 3,7
1,8

0,9
0,4

2

0,9
2 2 0 0
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5. 5.2-4 - Service place categories and line categories of MÁV Infrastructure Co. Ltd. 
 

 The following modification was made: 
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136 136 17210 Szeged-Rendező 0,0 0 1 2 Yes No

136 136 46136 Röszke elágazás 3,0 0 0 2 No No

136 136 17665 Szentmihálytelek mh. 5,6 3 3 2 No Yes

136 136 17673 Röszke 10,4 3 2 2 Yes No

136 136 07120 Röszke oh. 13,7 0 0 2 Yes No

137 137 42424 Kiskundorozsma elágazás 0,0 0 0 1 No No

137 137 46136 Röszke elágazás 1,3 0 0 2 No No

145 145 17111 Kecskemét 0,0 1 1 3 Yes No

140 140 17194 Kiskundorozsma 110,5 2 2 1 Yes No

140 140 42424 Kiskundorozsma elágazás 113,0 0 0 1 No No

140 140 17210 Szeged-Rendező 115,8 0 1 1 Yes No


